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We provide the in-depth characterization of light-polymer nanowire interactions in the context of an
effective Mie scattering regime associated with low refractive index materials. Properties of this regime
sharply contrast with these of resonant Mie scattering, and involve the formation of strictly
forward-scattered and coupling-free optical fields in the vicinity of core-shell polymer nanowires. Scattering
from these optical fields is shown to be non-resonant in nature and independent from incident polarization.
In order to demonstrate the potential utility of this scattering regime in one-dimensional (1D) polymeric
nanostructures, we fabricate polycarbonate (PC) - polyvinylidene difluoride (PVDF) core-shell nanowires
using a novel iterative thermal drawing process that yields uniform and indefinitely long core-shell
nanostructures. These nanowires are successfully engineered for novel nanophotonics applications,
including size-dependent structural coloration, efficient light capture on thin-film solar cells, optical
nano-sensors with ultrahigh sensitivity and a mask-free photolithography method suitable for the
straightforward production of 1D nanopatterns.
L
ight-matter interactions depend strongly on both intrinsic and extrinsic properties of the interacting materi-
als and are responsible for a wide variety of nanoscale optical phenomena, some of which can be described
under the Mie theory. Examples of optical interactions within the domain of Mie theory include light
scattering from particles with high refractive indices1 and sizes smaller than the wavelength of the incident light,
which occurs via the resonant form of Mie scattering. In addition, Mie theory also encompasses the confinement
of light into deep-subwavelength structures via cluster oscillations of free electrons2,3, which is most pronounced
in metallic nanostructures, and the observation of resonant absorption effects in high-index semiconductors4,5.
All of the above optical mechanisms are associated with a number of unique applications in nanophotonics.
However, the interaction of light with low refractive-index nanomaterials6,7, such as polymers and some glasses,
has not been very well-investigated, and its characterization may reveal many unknown and potentially distinct-
ive optical features.
Polymers are particularly attractive for nanomaterial fabrication efforts, as many polymer materials are cheap,
flexible and easy to produce large scales. However, one-dimensional nanoscale polymer structures are not used as
frequently as their macro-scale counterparts. Polymers lack many desirable optical and optoelectronic features
displayed by metals and semiconductors, and this deficit is especially pronounced in photonics. Despite their
disadvantages, however, polymer nanostructures have been utilized for several photonics applications so far,
including in sensors8, organic light-emitting diodes (OLEDs)9, field-effect transistors (FETs) and lasing10. Such
applications primarily rely on the intrinsic features of polymers, and little work has been performed on how the
extrinsic properties of polymer nanostructures alter the optical effects associated with these materials.
In this study, we report that effective Mie scattering can occur in a specific region characteristic to polymer
materials, and potentially other low-refractive index wavelength-scalable nanostructures. Decreases in the
refractive index of a resonant dielectric nanostructure, when complemented with increasing nanostructure
diameters, lead to the creation of a region where light is forced to scatter from the core region, as opposed to
resonatingwithin it. As such, within specific ranges of refractive indices and nanostructure diameters (i.e.within a
specific region in the n-d domain of classical Mie scattering, where n and d are refractive index and structure
diameter, respectively), the scattering of light is markedly different from high-index and deep-subwavelength
scattering phenomena, and can be described as a non-resonant form of Mie scattering. This region has also been
called an ‘‘anomalous diffraction’’ zone11, and so far remains poorly characterized.
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Due to their low refractive indices and flexibility in material
choice, polymer nanowires are exceptionally suitable for the char-
acterization of this scattering regime, as well as for their use in prac-
tical applications. However, while powerful and versatile methods,
such as ion etching12, laser irradiation13, template wetting process14,17,
electrospinning15,16, solution chemistry18 and nanolithography19, are
available for the fabrication of polymer nanostructures, a wide range
of issues are nonetheless associated with current production efforts.
For device applications, polymer nanostructures are required to be
sufficiently long, well-ordered and uniform, which is difficult to
achieve by conventional fabrication techniques. In this study, we
successfully produce all-polymer PC-PVDF core-shell nanowires
displaying non-resonantMie scattering by exploiting a novel thermal
drawing technique20. One-dimensional polymer nanostructures are
obtained in well-controlled and consistent sizes and morphologies,
and in aspect ratios reaching 1011, by using this top-down nanofab-
rication approach.
We perform a comprehensive investigation of the properties of
this scattering regime, with emphasis on its potential utility in the
design of polymer-based devices. The properties of non-resonant
scattering are found to differ significantly from these of resonant
Mie scattering, in being characterized by coupling-free and polariza-
tion-independent light scattering in the forward direction. We also
demonstrate the applicability of this phenomenon in device design
by experimentally and theoretically engineering these polymer nano-
structures for the range of purposes. First, we observe diameter-
dependent coloration on polymer nanowires, which serves as a
conspicuous illustration of the structural coloration phenomenon
using non-resonant Mie scattering. Secondly, we utilize the non-
resonant Mie scattering effect as an effective means of light trapping,
and perform theoretical predictions for nanowire sizes effective for
use as light-capture materials in contemporary thin-film solar cells.
Thirdly, we employ the relation between scattering characteristics
and polymer material properties to engineer a novel refractive index
sensor displaying size-dependent sensitivities exceeding 2000 nm/
RIU for core radii of 400 nm. Finally, we use the forward-scattering
and focusing behavior of non-resonant Mie scattering in the design
of an effective mask-free photolithographymethod, called ‘‘Photonic
Figure 1 | Mie scattering from nanostructures. (a) Schematic illustration of light scattering from core-shell nanostructures. Near-field profiles for
scattered fields of (b) resonant and (c) non-resonant regimes. In the resonant regime, light is confined within the nanowire and scatters under leakymode
behavior. However, for low-refractive indices, light cannot be trapped inside nanowires and is instead scattered immediately in the forward direction,
passing directly through the structure. (d–e) Using finite difference time domain (FDTD) method, a gradual transition from resonant to non-resonant
Mie scattering regimes can be observed by reducing the refractive index of the nanostructure core. While changes between the modes of TE and TM
polarizations are observed in higher refractive indices, scatteringmaps are nearly identical for the low refractive indexmedium for both polarization types.
www.nature.com/scientificreports
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Nanoblade Lithography’’, which utilizes low-index arrays of aligned
polymer nanowires to produce series of 1D nanopatterns.
Characterization of non-resonant Mie scattering
regime
At scales below or on the order of thewavelength of the incident light,
particle sizes may have significant effects on scattering behavior
(Figure 1a). The interplay between the refractive index and the radial
size of the scattered particle results in variable scattering properties,
such as the occurrence of leaky mode resonant behavior in deep-
subwavelength and high-refractive indexmaterials (e.g. chalcogenide
glasses1 and silicon21). Resonance occurs when the incident light is
trapped inside the structure, and is exemplified by phenomena such
as Fabry-Perot resonances, whispering gallery modes, or resonant
Mie scattering (Figure 1b, Video S1). Interaction of light with poly-
meric nanostructures, however, displays non-resonant behavior,
which can also be inferred from near field profiles of scattered light
from a low-index core-shell nanowire geometry (Figure 1c, Video
S2). In this type of scattering, light is scattered at specific ranges of
wavelengths depending on the diameter of 1D nanostructures and
falls under the purview of Mie theory. As such, we refer to this
scattering behavior as non-resonant Mie (NRM) scattering.
Size-dependence and the broad scattering peaks of this regime are
reminiscent of thin-film interference in low-index substrates, which
relies on multiple reflections or refractions from the boundaries of
different media. NRM scattering can be considered to be analogous
to this effect: Both phenomena are thickness-dependent, and the low
quality factor (Q, which describes the degree of resonance within the
optical cavity) of thin-film interference in low-refractive index mate-
rials is similar to that of NRM scattering, and is caused by the inab-
ility of light to oscillate within the structure. While conventional
high-Q resonators typically possess quality factors of up to 1010, this
factor is exceedingly low (c. 10u or lower) in the present scattering
regime. This shows that low-refractive index structures do not act as
resonant cavities, and instead can intensify the transmitted light
towards the propagating direction. The transition from resonant to
non-resonant regimes of Mie scattering can be observed by reducing
the refractive index of the nanostructure (Figure 1d, e). While split-
ting is observed between the TE and TM polarization modes in
higher refractive indices, scattering maps are nearly identical in
low refractive index media for both polarization types.
Detailed analysis of NRM scattering can be performed by char-
acterizing the behavior of higher orders together with their field
distribution profiles. Higher orders of TE and TM polarizations
are found to appear in extended diameter and wavelength ranges
(Figure 2a, b). They are also observed to exhibit a focusing effect
and non-resonant field profiles for both polarizations (Figure 2c,
d). Unlike the first order, peaks associated with the higher orders
are relatively narrow. InMie scattering, particle sizes are comparable
to the wavelength of the incident light, while geometric optics is
sufficient to explain the light-particle interactions for diameter to
wavelength ratios over 10. For example, the fourth scattering order
in our calculations appears in the,200 nm wavelength region for a
structure with a core diameter of ,1200 nm, which means that the
structure is ,6 times larger than the wavelength of light (Figure 2a,
b). As such, very higher orders of scattering can be approximated
using geometrical optics. In addition to NRM scattering, polymer
wires produced in higher diameters (i.e. in the microscale) are
expected to display behaviors similar to these shown by many spher-
ical and toroidal microresonators, which utilize phase matching con-
ditions in order to create high-order whispering gallery modes.
Lower orders of whispering gallery modes22 do occur in our polymer
nanowires, but their contribution is not significant, as their excita-
tion also requires phase matching conditions (e.g. tapered fiber
coupling).
NRM scattering is applicable for diverse set of nanostructural
architectures, though a cylindrical core-shell geometry is chosen
for the aforementioned calculations to simplify the eventual fabrica-
tion of the simulated structures. Theoretical calculations also account
for the presence of a PVDF shell layer (the refractive index of which is
assumed to be constant at 1.41 over the 300–1500 nm range), which
is found not to significantly alter the optical properties of core-shell
polymer nanowires1, but does have aminor effect on the effective size
of our nanowires, especially for NRM scattering. As such, bare nano-
wires yield similar results to their core-shell equivalents (Figure S1a).
Theoretical calculations are also provided for nanotubes, the hollow
nature of which can be utilized in microfluidics-based sensing appli-
cations. Compared to nanowires, NRM scattering in nanotubes is
associated with narrower scattering peaks, and their electric field
profiles, while non-resonant, are somewhat diffuse (Figure S1b).
We also investigate the scattering features of low-index subwave-
length spheres, which are found to be similar to these of nanowires
(Figure S1c). It is particularly notable that scattering from these
nanospheres are fully independent from polarization, lacking the
minor polarization-dependent shifts observed in nanowires (see
Figure 3c).
Characteristic features of NRM scattering regime
This scattering regime has several unique optical features. First of all,
NRM scattering exhibits coupling-free behavior. Side-by-side nano-
structures do not affect the characteristics of the scattered light
(Figure 3a, Figure S2). Their intensity field profiles remain non-res-
onant and the focusing behavior is unchanged in the scattered field
(Figure S3b). Light does not display oscillating behavior when it
interacts with the polymer nanostructure, and the interaction in
question occurs in durations short enough to preclude the excitation
of even low order whispering gallery modes, which can contribute to
sideways scattering behavior. As such, scattering only occurs on the
propagating direction, and nanostructures can remain in close prox-
imity without altering their scattering properties, as long as the struc-
tures are side-by-side and not overlapped (see below for details). In
contrast, scattered light is significantly altered by the adjacency of
particles in resonant Mie scattering, and this is undesirable in many
practical cases. Consequently, it is suggested that the present mech-
anism is appropriate for large-scale applications.
Coupled-cavity resonance23 is an interesting optical phenomenon
that is generally observed in resonant systems, and an analogous
effect is also present in our polymer nanowires. In coupled (i.e.
overlapped; see Figure 3a,b for schematics of side-by-side and over-
lapped structures) polymer nanowires, the main scattering peak at
650 nm is found to split into two peaks at 450 nm and 1060 nm
(Figure 3b). The scattering preserves its non-resonant nature for the
low energy peak at 1060 nm (see the field profile in Figure S3c). The
higher energy peak at 450 nm displays coupling behavior, where the
electric field is concentrated between two nanowires (see the field
profile in Figure S3d). Unlike the resonant Mie effect (Figure 1d,e),
NRM scattering in our polymer nanowires is also found to be polar-
ization-independent (Figure 3c), which is critical for various applica-
tions, such as photovoltaics. There is a negligible shift between the
scattering peaks of TE and TM polarizations; however, light scatter-
ing becomes a linear function of diameter and this shift disappears
for unpolarized scattering. This observation also holds for higher
orders of NRM scattering. Another important property of this
domain is the strong forward scattering behavior observed in both
polarizations (Figure 3d). Forward to backward scattering intensity
ratio can exceed 50, which is markedly different from resonant Mie
scattering, for which this ratio is around 1. As the scattering of light is
mainly in the forward direction, this feature can be utilized in appli-
cations where the trapping of light is required. It is worth noting that
there is almost no scattering in the sidelong direction for both polar-
www.nature.com/scientificreports
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izations. This explains why nanowires are coupling-free when
arranged side-by-side, but strongly affected when overlapped.
Emerging applications of polymer nanowires
We had recently proposed and demonstrated a new top-down nano-
fabrication technique based on the iterative repetition of thermal
drawing-based size reduction steps20, which we previously utilized
in the production of chalcogenide based nanowires and piezoelectric
nanotubes. Here, we use this fabricationmethod for reducing the size
of cylindrical polymer core-shell structures from macro to nano
dimensions (Figure 4a,b). Two polymers (PC and PVDF) are chosen
as core and shell materials, and possess thermally and optically com-
patible properties that allow their design in a pattern that optimally
facilitates the creation of non-resonant Mie scattering (i.e. a high-
refractive index core and a low-refractive index shell region). Both of
these materials are largely transparent in optical frequencies, and
possess minimally varying refractive index values in the visible and
NIR spectra (see Figure S4 for details on the optical properties of the
relevant polymer materials). We obtain well-ordered and well-
aligned in-fiber nanostructures as a result of fabrication process
(see Methods for details). This step-by-step drawing technique
allows the production of indefinitely long nanostructures, with
exceptional aspect ratios of up to 1011. Cross-sectional and longit-
udinal SEM images of the structures obtained after first and second
fabrication steps are shown in Figure 4c–f. All-polymer nanowires
possess a radial core-shell aspect ratio of 2/3, which are similar to
their macroscale counterparts. This ratio is assumed to be constant
overall size ranges, and used in all our theoretical calculations.
Fabricated low-index polymer nanowires are demonstrated to be
effective in various novel applications utilizing the above-described
properties of the NRM scattering regime. Unlike the first step output,
step II nanowires are observed to display diameter-dependent struc-
tural coloration as a result of present effect. Free-standing structur-
ally colored nanowires are obtained by etching the supporting layer
with dichloromethane (DCM). Since the shell layer is resistant to
DCM, the nanowires are unaffected by this etchant, provided that
etching durations are kept sufficiently short. Nanostructures display-
ing blue, green and red coloration have been selected for analysis
under inverted lightmicroscope, and found to possess core diameters
around 340 nm, 400 nm and 520 nm, respectively (Figure 5a–b; also
see Figure S5 for the experimental setup of scatteringmeasurements).
Scattered light is collected by using a MAYA spectrometer. Optical
images of colored nanostructures are taken by a digital camera
attached to the microscope. Numerical results of scattering from
core-shell nanostructure for TE and TM polarizations are simulated
using an efficient and powerful simulation technique of FDTD
method (see Methods for details), averaged to yield an approxi-
mation of unpolarized light, and compared with the scattering data
from our experimental findings. Some discrepancy exists between
our measurement and simulation results, especially with regards to
our FWHM values. This is most probably attributable to our use of
the reflection mode in our inverted microscopy experiments. While
Mie scattering is mainly in the forward direction, there is also a finite
amount of reflected intensity, and we use the latter in order to deter-
mine our experimental results. We have attempted to eliminate the
contribution of specular reflection by subtracting the background
specular reflection from our results; however, the remaining diffuse
scattering spectrum admittedly suffers from noise. As such, our
experimental results agree with our theoretical predictions in hue,
but not in FWHM. Our experimental setup does not permit the
direct measurement of forward-scattered light, but more precise
results should be obtainable with the use of the dark field mode of
transmission. Scattering of light from 1-D nanostructures can also be
expressed analytically. To verify the analytical results derived for TE
and TM polarizations, we compare these results with FDTD simula-
tions (Figure S7). Results are plotted for three different nanostructure
sizes corresponding to red, green and blue coloration, and found to
be in good agreement (Figure 5c, d). Details of analytical solutions are
described in Methods and Supporting Information.
Low-refractive index materials are generally transparent in the
visible spectrum, and are therefore desirable for many nanopho-
tonics applications. Such materials are widely used for the enhance-
Figure 2 | Detailed map of NRM Scattering.NRM scattering maps of core-shell polymer nanowires for (a) TE and (b) TM polarizations. Extending the
wavelength and diameter ranges for the case n5 1.5 (see Figure 1) results in the appearance of higher orders. Electric field profiles of corresponding orders
of (c) TE and (d) TM polarizations exhibit strong directional scattering. Field profiles confirm the non-resonant nature of the NRM scattering regime.
www.nature.com/scientificreports
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ment of light absorption in solar cells, and can be applied as nanos-
tructured coatings on optoelectronic devices and antireflective sys-
tems24,25. Recently, it was shown that subwavelength spheres
composed of silica material boost light absorption efficiency26 via
nanosphere to thin-film amorphous silicon coupling. As these
spheres are composed of a low refractive index material and meet
the size conditions required for NRM scattering, our work suggests
that NRM scattering contributes significantly to this enhancement.
In addition, the polarization independency, forward scattering beha-
vior and unique coupling properties of this phenomenon are prom-
ising for the design of novel absorption enhancers. We therefore
investigate the potential of NRM scattering for absorption enhance-
ment by simulating the behavior of PVDF-PC polymer nanowires
placed directly on a thin-film photovoltaic system (Figure 6a). The
thin film solar cell utilized for theoretical investigations is composed
of a silver back contact, an aluminum doped zinc oxide (AZO) layer,
amorphous silicon absorbent and an indium tin oxide (ITO) front
contact. Simulations are performed with and without a monolayer of
core-shell nanowires on this solar cell design. The presence of poly-
mer nanowires is associated with both peaked and broadband
enhancements in the solar cell absorptivity, which are attributable
to NRM scattering (Figure 6b).
The enhancement at the 300–500 nm region is caused by forward
and focused scattering characteristics of NRM scattering, which
serve to intensify light absorption within the a-Si layer (Figure 6c).
As NRM scattering displays polarization independency, enhance-
ment at this region is identical for both TE and TM polarizations
(Figure S8). In contrast, enhancement in the 500–800 nm region is
created by a strong coupling interaction between the enhancer and
absorber layers, analogous to behaviour existed for two coupled
nanowire case (see Figure 3b, Figure S3c,d). It should be noted that
the high-refractive index silicon layer exhibits resonant characteris-
tics by itself, while our low-refractive index core-shell nanowires do
not. When brought in close proximity, however, these two layers
exhibit a distinct near field profile within both the a-Si thin film
and the core-shell nanowire, which reminiscent of whispering gallery
typemodes (Figure 6d). This coupling behavior is dependent on type
of polarization (i.e. TE or TM), resulting in shifts in the absorption
peaks of TE and TM polarizations in the 500–800 nm region. The
core-shell geometry displayed by our PC-PVDFnanowires is advant-
ageous27 for absorption enhancement, as it stimulates more coupling
modes than the bare nanowire geometry, and the shell region may
allow efficient coupling by acting as a natural separator between core
regions.
Figure 3 | Optical properties of NRM scattering. (a) Coupling-free scattering can be obtained for illumination perpendicular to the coupling axis of
cylinders with 400 nm core diameter (as shown in the inset). (b) Mode splitting is observed when light is incident on coupled nanowires with identical
core sizes. Detailedmode profiles for corresponding scattering peaks are provided in Figure S3c, d. (c) Scattering from low refractive index nanostructures
displays a polarization independent behavior. (d) Far-field intensity profiles indicate that light is mostly scattered along the forward direction (e.g. for
structure with 400 nm core diameter). Very high forward to backward scattering ratios are obtained for both polarizations. Inset: Far-field plots of
resonant Mie scattering. Forward and backward scattering intensities are approximately in the same order. Structures are illuminated with a light source
of 675 nm peak wavelength.
www.nature.com/scientificreports
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These enhancement domains can be altered by increasing or
decreasing the diameter of the core-shell nanowires responsible for
the enhancement, and overall absorption capacity can be optimized
by moving these peaks onto regions where the absorptive layer dis-
plays poor absorptive capacity and solar radiation has it maximum
contribution. Enhancement profiles of TE and TMpolarizations show
slight differences in their absorption peaks (especially in right side of
absorption spectrum), though they induce similar enhancement rates
(Figure S8). An overall enhancement of ,14% can be achieved for
unpolarized light in amorphous silicon cells. This value reaches up to
20% when crystalline silicon is used as the absorbent material, and
local enhancements are observed to exceed 300% in both cases.
Simulations in Figure 6b are performed for TE polarization and the
optical generation rate was calculated by integrating the product of
solar spectrum intensities and the absorption within the silicon layer.
Core diameter (PC) and shell thickness (PVDF) are set to 400 nm and
100 nm, respectively. Periodic boundary conditions are utilized in
FDTD simulations in order to simplify theoretical calculations.
Optical nanosensors are another area that can benefit greatly from
materials displaying NRM scattering-based effects. Dielectric mate-
rials find widespread use in resonator-based sensor systems28 as
microspheres, photonic crystals, microcapillaries and diffraction
gratings. A tradeoff between detection limit and sensitivity is gen-
erally observed in these systems. Both parameters can be significant
in specific applications; for example, detection limit is crucial for
molecular level sensing, while sensitivity can become an important
factor in color sensors.
Sensitivity values of NRM scattering results are highly promising
for refractive index-based sensor applications. As such, the use of
NRM scattering may increase the sensitivity of low-index nanostruc-
ture-based measurement efforts, though at the expense of a low
detection limit. In resonant Mie scattering, changes in the refractive
index of the surrounding medium do not induce significant spectral
shifts. However, when our PVDF-PC nanowires are placed in differ-
ent solvent environments and the optical index of this ambient med-
ium is increased from 1 to 1.4 with increments of 0.05, the broad peak
of NRM-scattered light blueshifts and narrows in a refractive index-
dependent manner for these core-shell polymer nanostructures
(Figure 7a). Sensitivity values over 2000 nm/RIU are observed for
core radii of 400 nm. For these sizes, NRM scattering peaks appear in
the near infrared region, though embedding the polymer nano-
structures in any common solvent will be adequate to pull the
NRM peaks into the visible region (Figure 7b). To the best of our
knowledge, our NRM scattering-based detection method reaches
record values in sensitivity among any refractive index sensor, and
is superior to cutting-edge plasmonics sensors in the visible
spectrum29,30.
Low refractive index nanostructures strongly scatter light in the
forward direction, and nanojets of low-index nanospheres are cur-
rently utilized in photolithography31 and super-resolution imaging32
Figure 4 | Production of polymer nanostructures. Iterative size reduction technique is used for production of all-polymer PC/PVDF core-shell
nanowires. (a–b) Composite fibers obtained after the first thermal drawing step are cut and typically arranged in hexagonal lattices of several hundred
fibers prior to a second drawing step. (c–e) Cross-sectional and (d–f) longitudinal SEM images of Step I and Step II structures. Step I core-shell
microstructures possess an outer diameter of c. 240 mm. Kilometer-long, well-ordered, uniform and well-aligned polymer core-shell nanowire arrays can
be obtained after the second drawing step.
www.nature.com/scientificreports
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efforts. However, the precise mechanism behind the scattering phe-
nomenon is not fully described, which complicates the optimization
of these processes. This type of scattering behavior is easy to predict
and model in the context of NRM scattering, which enables the
determination of lithography parameters for optimal fabrication per-
formance. We therefore demonstrate the effectiveness of our NRM
scattering-based models by employing our polymer nanowires in a
lithographic fabrication method, which we call photonic nano-blade
lithography (PNL) and believe to represent the first demonstration of
a mask-free lithographic method capable of directly imprinting 1D
nanopatterns. It is apparent from Figure 8a that scattered light
focuses on area that is smaller than its physical dimensions. Any
order of this scattering, therefore, can be used to concentrate scat-
tered light in very small sizes, allowing the fabrication of high reso-
lution structures. Using the first four orders of TM polarization, it is
possible to focus incident light in spot sizes 3-fold, 9-fold, 15-fold and
20-fold smaller than that of the nanowire diameter, respectively. TE
orders also possess similar focusing features (e.g. 1.5-fold, 4.5-fold, 9-
fold and 18-fold reductions observed for first four orders of TE
polarization). As side-by-side coupling does not occur in NRM,
coupling effects will not interfere with the resulting pattern, as long
as a single layer of nanostructures are employed (Figure 8b). An
ultraviolet laser with a wavelength that corresponds to a specific
scattering order can therefore be utilized to fabricate structures with-
out the use of photomasks. We employ this capability to produce 1D
nano-grating or nano-holes using arrays of low-refractive index, all-
polymer core-shell nanowires. To this end, a single core-shell poly-
mer wire is used to focus scattered light on a photoresist-covered
surface, facilitating the localized absorption of the UV light through-
out the photoresist (Figure 8c, see Methods). The exposed portion of
photoresist, which corresponds to the region immediately below the
nadir of the polymer wire, would then solidify or dissolve, depending
on photoresist used. The surface pattern can then be utilized to
obtain a series of 1D nanogratings. The present photolithography
method is exceptional in that it allows the patterning of surfaces in
arbitrary configurations, which is difficult to replicate using photo-
masks or sphere-based maskless lithography methods (see e.g. the
wavy 1D nanoholes in Figure 8d, which are exactly imprints of the
original polymer wire).
Discussion and conclusion
The present manuscript details the characterization of a curious
scattering regime associated with low-refractive index materials,
describes the phenomenon displayed as a non-resonant form of
Mie scattering, and utilizes a polymer nanowire design to illus-
trate the potential applications of this scattering domain. In stark
contrast with resonant Mie scattering, non-resonant light scatter-
ing displays characteristic coupling features, polarization inde-
pendency, and strictly forward-directed scattering and focusing
behaviour.
Figure 5 | Structural coloration of polymeric nanostructures. Light scattering from core-shell nanostructures designed for red, green and blue coloration
is investigated experimentally and theoretically. (a) Optical microscope images of colored nanostructures. Blue, green and red hues are observed on
nanowires with core diameters of 340, 400, and 520 nm, respectively. (b) Scatteringmeasurements are performed by using inverted optical microscope in
bright field mode (Detailed measurement setup is given in Figure S5). (c) Scattering from low refractive index nanostructures are simulated by using a
FDTD technique with ellipsometric constants. (d) An analytical solution based on the vector wave harmonic expansion of scattered light is developed for
core-shell geometry. Experimental measurements bear similar results with the analytical and simulated results in terms of peak wavelengths, though their
full width half maximum (FWHM) values differ due to the low scattering intensity present duringmeasurement (Detailed comparisons for analytical and
FDTD calculations are provided in Figure S7).
www.nature.com/scientificreports
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Polymer structures similar to these described in the presentmanu-
script can also be utilized in the design of fiber optic waveguides;
however, it must be noted that the non-resonant Mie scattering
phenomenon is distinct from waveguide behavior. In dielectric fiber
waveguides, the basic confinement mechanism is total internal
reflection, which permits the propagation of light within the longit-
udinal direction. As such, fiber waveguide modes can propagate
whilst displaying multimode behaviour and are subject to cut-off
wavelengths, beyond which no efficient transmission of mode is
possible. This trait is fundamentally different from these exhibited
by NRM scattering, which is characterized by discrete scattering
orders. These differences are also apparently clear in the spectral
behaviors33 and mode profiles34 of fiber optics and scattering effects,
which suggests that these two phenomena can take place in similar
sizes and geometries, but are reliant on different concepts.
Pure polymeric materials are relatively unpopular for optical
applications, due to their difficulty of fabrication and the relative
dearth of information on their optical properties. However, we find
that all-polymer core-shell nanowires are capable of displaying effec-
tive non-resonant Mie scattering behavior, which allows their use in
Figure 6 | Absorption enhancement by all-polymer core-shell nanowires.
(a) Core-shell nanowire arrays are simulated on top of a conventional thin
film solar cell composed of a silver back contact, an AZO layer, an
amorphous silicon absorbent and an ITO front contact. (b) Directional
and coupling-free NRM scattering enhances the light absorption in the
amorphous silicon layer, which results in an enhancement factor of 14%.
The enhancement at 300–500 nm is polarization-independent and
attributable to forward scattering feature of NRM scattering (c), while
enhancements in the 500–800 nm region are caused by the strong coupling
between the absorber and enhancer regions (d), characterized by shifts
between the absorption peaks associated with TE and TM polarizations in
this range (cf. Fig. S8 for details). TE polarization is used for the
investigation of absorption enhancement, TM polarization yields similar
results.
Figure 7 | Sensitivity of NRM scattering based sensors. (a) Rapid shifts in
scattering spectra can be observed by changing the refractive index of the
medium surrounding core-shell polymer structures with fixed core radii of
300 nm, and correspond to high sensitivity values. (b) Size-dependent
sensitivity values (left and bottom axes) plotted with medium-dependent
shifts of the peak wavelength (right and top axes).
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various applications; including nanosensors, photovoltaics, photo-
lithography and structural coloration. The ease of fabrication
afforded by our iterative size reductionmethod allows the convenient
production of large arrays of all-polymer nanowires, as this thermal
drawingmethod is a rapid process and comes at a reasonable cost. 1D
polymer nanowires fabricated by ISR are self-aligned, uniform across
large distances and can be produced for use in-fiber applications.
Further, their all-polymer composition renders them ideal for flex-
ible surface applications.
High-density arrays of polymer nanowires35 can also be obtained
by the inclusion of a post-processing step within the fabrication
scheme, and are optically interesting systems. The PC ‘‘sheath’’ con-
taining step II or III fibers can be etched and the bare nanowires can
be reassembled to create high-density core-shell polymer nanowire
arrays.While one-dimensional structures composed of metals, semi-
conductors, and certain polymer materials have been described as
potential environmental and health hazards, the use of PVDF and PC
have been approved by the Food and Drug Administration (FDA).
As such, the use of all-polymer PVDF-PC core-shell nanowires can
be considered environmentally friendly and compatible with bio-
logical applications. By employing the iterative size reduction tech-
nique in the fabrication of polymer nanostructures with broad
material options, we hope to assist in the emergence of many novel
NRM-based applications based on all-polymer nanostructures, thus
enhancing the toolbox of polymer materials at the nanoscale.
Methods
Macroscopic composite preparation, consolidation and thermal size reduction.
We use commercially available PC and PVDF polymers as a core and shell layer,
respectively. Their average refractive indexes are 1.41 for PVDF and 1.58 for PC
(Figure S4), measured with a UV-Vis ellipsometer. Thermal compatibility of used
polymers strengthens the performance of the thermal drawing process. First step
preform preparation is started with wrapping 6 mm thickness of PC film, which acts
as a core region, onto a glass tube with 4 mm outer diameter. Then, PVDF polymer
with 4 mm thickness is rolled on PC layers. As a supporting layer, we again used PC
and reached an overall diameter of 35 mm. The wrapped 20 cm long structure is
thermally consolidated under vacuum (1023 Torr), above the glass transition
temperature of the both polymer to fuse (186uC for 55 minutes). Then resultant
preform is thermally drawn in a custom-built fiber tower. By controlling critical
drawing parameters, such as temperature, drawing speed, down feed speed,
hundreds-meter long microstructures with 160 mm core diameters are obtained.
About 500 of these microfibers are cut in 20 cm length and inserted into hollow core
PC preform, for the second step fabrication. By repeating the same fabrication
procedures we reached a core diameter of core-shell nanowires up to 200 nm.
Likewise, process could be repeated for subsequent steps to reach sub-nanometer
structures if required. In each drawing step, reduction factor can be arranged between
25 to 500 fold. In our case, the overall reduction factor at the end of two subsequent
steps is 105. The nanowire diameter is controlled using a laser micrometer by
monitoring the fiber diameter.
Analytical solutions. Lorenz-Mie formalism is used to solve problem of scattering
from core-shell geometry. Firstly, incident plane wave, scattered field and the field
inside the core and shell were expanded into vector cylindrical harmonics. Then,
boundary conditions related to continuity of electric and magnetic field were applied
at the core-shell and shell-air interface. Finally, coefficient of scattered field is
extracted and scattering efficiency is found. Detailed information about solution
procedures can be found in supporting information. Results of solved equations are
given as in the following;
bn~
J
0
n yð ÞC{Jn yð ÞD
H 01n yð ÞC{H1n yð ÞD
for TM polarizationð Þ ð1Þ
where J~m2Jn xm2ð Þ{m
2
2
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Jn xm1ð Þ J
0
n xm2ð Þ
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;Y~
m22
m1
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0
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Figure 8 | Photonic Nanoblade Lithography (PNL). (a) Nano-blade lithography uses the focusing feature of NRM scattering in order to expose the
photoresist in near subwavelength sizes. (b) Consequently, array of 1D grating structures or holes can be fabricated. (c) Single polymer wire used for the
proof-of-concept demonstration of PNL technique. Polymer wire is laid on pre-coated photoresist. (d) After exposing sample into UV radiation and
developing final structure, scheme of 1D nanohole imprinted original path is created. Thickness of polymer wire is 3.2 mm. The generated 1D hole
possesses 400 nm widths.
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Herem1 andm2 represent refractive indices of the core and the shell relative to the
medium respectively. x5 2pa/l, where a is radius of the core and y5 2pb/l, where b
is overall radius of the structure. Scattering efficiency for unpolarized light case can be
expressed as;
Qsca xð Þ~ 1x
Xn~?
n~{?
anj j2z bnj j2
  ð3Þ
FDTD simulations. FDTD simulations are performed by using commercial finite-
difference time-domain software (Lumerical Solutions Inc.) In most FDTD
simulations, we illuminate our structure with Total Field Scattered Field (TFSF)
source in 300–1500 nm wavelength range (particularly in solar cell application,
incident source type is chosen as a planewave in 300–840 nm wavelength range).
Scattering characteristics of particles can be studied with this source type, as the
scattered field separated from the incident field, therefore permits for an efficient
scattering analysis. FDTD simulations are calculated in two dimensional simulation
regions by assuming cylindrical structures as indefinitely long. Frequency-domain
power monitors are used to collect scattered light. Ellipsometric constants are
inserted into simulations in Figure 5c. In theoretical investigation parts, refractive
indices of polymers were taken as a constant.
Photolithography. A wafer with 500 mm thickness of silicon and 1 mm of thermal
oxide layer is taken and diced into 20 mm3 20 mmpieces. One of the pieces is taken
and first immersed in acetone. After 10 minutes of acetone-cleaning, the substrate is
taken out and immersed in IPA (2-propanol) for 1minute, and then in DI-water for 1
minute. The wafer is then rinsed with DI-water, blow-dried with nitrogen gas, and
dried with hot plate at 120uC for 1 minute. The cleaned substrate is placed in a
spinner. First, HMDS was spin-coated on the silica, and then the photoresist
AZ5214E is spin-coated onto the HMDS (Spin speed: 4000 RPM, acceleration: 2000,
45 seconds). HMDS is used in order to increase the adhesion of the photoresist to the
surface of the substrate. After spin-coating, the substrate is baked in a hot plate for 50
seconds at 110uC. After baking the photoresist, a piece of drawn and etched polymer
wire is placed onto the substrate and is then patterned by lithography without using
any photomask. The exposure dose of the UV light is 1 mJ/cm2. Following to
exposure, fiber is removed from the surface of the substrate and photoresist is
developed with 154 AZ400K developer.
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